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As printed 

(54) Hue: AIR-CONDITIONING DEVICE. IN PARTICULAR FOR A MOTOR VEHICLE 

(54) Rezeichnung: KUMATLSrERUNGSVORRICIITUNG, INSBESONDERE FUR I3N KRAFTFAI TRZEUG 



(57) Abstract: The invention 
relates to an air-conditioning device 
(10) which is ased to air-condition 
an area, in particular the passenger 
compartment of a motor vehicle, 
comprising a heat exchanger 
which can be cross-Down by air, 
which is to be air-conditioned, 
and which is arranged inside an 
air guttling channel (1 "?.), w herein a 

cross-flowable heating device (18) 
is arranged downstream therefrom. 
According to the invention, the air 
guiding channel (12) extends in 
a deviation free manner and in an 
essentially linear direction between 
the heat exchanger (16) and the 
heating device (18). 

(57) Zusammenfasstuig: 
Pic Erflndung bctrifft cine 
KjUmanskrangsvomchtung (1.0) 
zur KJimatisterung eines Raumes, 
insbesondcpc eines Kraflfahr- 
2£0ginnenraume<i. mit einem 
mnerhalb eines Luftfahrangskanals 
(12) angeordnei und von zu 
klimatisiercnrlnr I Jift riurchsstroni- 
baien Warmetau seller (16), dern 
stromab warts cine durchstrombare 
Heizeinrichru ng (18) nachgeord net 
h»U isl vui£csc!u:ii, das* tfci 
Loftftthrungslcana) (12) zwischen 
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